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ST-703

SPECIFICATIONS

ROTARY SWITCH

ST-703SERIES

FEATURES

6(5)A 250VAC T85
X 2.5A 250VAC 85
0.35A 125VDC T85
RECOGNIZED
COMPONENT 6(5)A 125/250VAC T85
e@w Conforms to UL
Intertek Cenlhed o GSA STD.C22:2 13A GP 125VAC

4006154

No. 61058-1

ORDER INFORMATION

Usage: Food processor, Washing machine, Coffee Machine, Oven, Audio
R BmEIReE - IR - M - B5e  FE

Max 12 positions with specificed circuit

ERERTEREE 5% 12 E#EL

Screw nut / Wing Plate hold fixing

RIS/ BT IRREE

Temperature Rating: -10°C~125°C

BERE © -10°C~125°C

Flammability Rating: UL94V-2 / Optional UL94V-0
oA AR - UL94V-2 / Bl UL94V-0

12

CIRCUIT

13 14

R2 R3

14 “ No.of position

Single pole

17 Please call factory for
detailcircuit diagram

R4 L No.of position
R5 Single pole with

R6 spring return right
Pl i factory f

R7  iaicicut dagen

RS

L2 L3

B »
L4 No.of position

L5 Single pole with
spring return left

L7 Please call factory for
detail cirouit diagram

CURRENT

S 25A 250VAC |1
0.35A 125VDC
M 6(5A 250VAC

13A GP 125VAC

52 @& @ MCL Group

HOUSING TYPE

S @

BASE INTERNAL
HANDLE TYPE TERMINAL TYPE COLOR USE ONLY
PP
o 3 e BK Black
5
@5.“’ 2

—18.2—

For #1 and #3 housing only

4.95— =~
[ V@

For #1,#2 and #3 housing only

For #1,#2 and #3 housing only

SUGGESTED PANEL HOLE SIZE

& ©

‘—722‘00—~‘

\77/ 0 7/ R 7/ W 7/

J Lthickness 2.00

Wiring Diagram






