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ORDER INFORMATION

SPECIFICATIONS

TERMINAL TYPE

ON-OFF

ON-ON

ON-OFF-ON

(ON)-OFF

ON-(OFF)

ON-(ON)

ON-OFF-(ON)

(ON)-OFF-(ON)

lndicator

10(3)A

8A

13A

6(6)A

10(8)A

13A

16A

H2

L

A

B

C

D

E

F

M

X

N

Y

I

250VAC

250VAC

125VAC

250VAC

250VAC 

250VAC

125VAC

5E4

15E3

250VAC

250VAC

250VAC

250VAC

250VAC

250VAC

250VAC

250VAC

250VAC

125VAC

250VAC

125VAC

250VAC

125VAC

125VAC

125VAC

125VAC

250VAC

125VAC

250VAC

125VAC

250VAC

125VAC

250VAC

125VAC

250VAC

125VAC

250VAC

125VAC

T85

T85

T85

T85

T85

T85

T85

T85

T125

T125

T125

T100

T100

T100

T100

T100

T100

T100

T100

T100

T100

T100

T100

T100

T100

T100

T105

T105

T105 

T105

T105

T105 

T105

T105

T105 

T105

T105

T105 

T105

T105

T105

T125/55

T125/55

T125/55

T105/55

T105/55

T105/55

T105/55 

T105/55

T105/55

T105/55 

T105/55

T105/55

T105/55 

T105/55

T105/55

T105/55 

T105/55

T105/55

T105/55

15E3

5E4

5E4

5E4

5E4

15E3

15E3

6E3

6E3

6E3

6E3

3A

6.5A

8A

13A

6(3)A

6(6)A

10(3)A

10(8)A

3A

6A

6.5A

13A

8A

16A

6A GP

13A GP

16A GP

10(3)A

10(3)A

10(8)A

10(8)A

6(6)A

6(6)A

13A

13A

1/3 HP

1/3 HP

1/2 HP

1/2 HP

A H2 Q

FEATURES

• Usage: General purpose, Electronic & Electrical devices

• Standard small size, Round button design with waterproof cap option

• Single Pole

• Wide range function / LED lamp option / Indicator function option

• Temperature Rating: -10°C~125°C

• Flammability Rating: UL94V-2 / Optional UL94V-0

FUNCTION CURRENT

ON-OFF w/lamp
(Unswitched neutral)

ON-OFF
w/LED lamp

0.80
6
.5

4.7

Ø1.6

2.90.80

0.80

6
.5

4.7

7
.9

7
.9

2
.6

1.6

2.2

3
.2

2
.6

0.80

6
.5

4.7

7
.9

2.6

3
.2

2
.5

3.0
1.7

0.80

6
.1

4
.6

7
.2

4
.8

0.80.80

6
.1

(Except function I)

(For A,N,Y functions only)

Q2

S

S1

P1

Q

Q1

SR-06NR
ROCKER SWITCH

SR-06NR CAPSR-06NR-A SR-06NR-I SR-06NR-N SR-06NR-N SR-06NR-N SR-06NR-Y
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BASE TYPE
BASE 
COLOR

BUTTON 
COLOR

BUTTON 
TYPE PRINTING

COLOR OF 
PRINTING

LAMP 
VOLTAGE

SMALL
LENS COLOR

INTERNAL USE 
ONLY

1 BK

WT

GE

RE

GR

BL

OR

YE

BK

WT

GE

RE

GR

BL

OR

YE

2

4

5

6

R

I

0

1

2

3

4

5

0

1

2

3

4

5

6

7

8

00

RE

GR

BL

OR

None

White

Black

Red

Blue

Yellow

None

12V

24V

110V

220V

2V

6V

36V

48V

None

RED

GREEN

BLUE

AMBER

Black

White

Grey

Red

Green

Blue

Amber

Yellow

Black

White

Grey

Red

Green

Blue

Amber

Yellow

1 BK BK 2 0 0 0 00

SUGGESTED PANEL HOLE SIZE

Panel thickness

0.75 ~ 1.25

1.25 ~ 2.0

2.0 ~ 3.0

x

20.3

20.8

21.1

1.4

4.7

7
.9

1.2

0.80

14.4

0.80

1
2
.1

4
.2

8
.0

0.80

9
.2

1.2

6
.0

1
.2

10.6
0.80

5
.8

0.80

5
.8 1
.2

13.6

11.6

3
.5

1
.2

0.80

(Matte Surface)
(For N function only)

(Except function N&Y)

(For Y function only)

(Glossy Surface)
(For N function only)

(For N function only)

(For I function only)

0

1

5

7

3

2

4

6

8

9

A

P6

P7

P8

P9

P2

P3

20.8

5.3

X

Ø1
9.
8

5
.0

1
6
.8 2

.0
2
.0

1
6
.8

Ø23.0

Ø23.0

NONE

B

C

D

E

2

(For Y function only)

2
.0

1
6
.8

8
.0

Ø23.0

3

(For A, D, E, N functions only)

(For A, D, E, N functions only)

Ø23.0

1
6
.8 2

.0

5

SR-06NR
ROCKER SWITCH

3
.8

1
6

.8
2

.0

7.17.1

Ø23.0

4.7

Ø1.6

-

1 +2 3

Ø19.6

12.1

0.80 6
.57
.9
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