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SB-50A SB-50A SB-50D

SPECIFICATIONS FEATURES

10(6)A 250VAC T105  S5E4 - Usage: oven, vacuum cleaner, high power
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16(6)A 250VAC T105 i - ) ; .
+ High rating design for main power switch
10A 250VAC T105 FTERFARANSHAEERE
« Single Pole, Double Pole option
16A 125VAC oo "
A R Bl - BRRIE
E199326 1/2HP 250VAC T105
1/4HP 125VAC )
» Temperature Rating: -10°C~105°C
RECOGNIZED 10(6)A 250VAC T105  5E4 BERE © -10°C~105°C
COMPONENT
—_— G — + Flammability Rating: UL94V-2 / Optional UL94V-0
(]‘[, & SOVA AT Z AR - UL94V-2 / A UL9AV-0
N 10A GP 250VAC T105
Intertek  Conforms to UL STD.61058-1
4006154 Certified To CSA STD.C22.2
5022251 No. 61058-1 16A GP 125VAC T105
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ORDER INFORMATION
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NO. OF BASE KNOB TERMINAL INTERNAL USE
FUNCTION POLES CURRENT TYPE TYPE TYPE ONLY

A ON-OFF w/lock 1 Single L 16(6)A 250VAC 1 1 1 e ‘g TL
10(6)A 250VAC 5E4 D@D b o T
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D (ON)-OFF 2 Double ~
16A  125VAC
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(ON)-OFF w/sound 1/2HP 250VAC
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For sound version only )
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